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System Overview

Congratulations on the installation of your new security system. No other investment can provide such peace of
mind. Welcome to the DS7080iP-32 intrusion/fire control system. Since each installation is unique, yours will contain
some, but not necessarily all of the features mentioned in this guide.

A security system usually consists of:

« A Control Panel: The control panel is the center of your intrusion/fire alarm system. It supports such vital functions as receiving trouble and
alarm signals from detectors, the sounding of bells and/or sirens, and communicating with your alarm monitoring company.

« Command Control Stations (Keypads): The keypad is where you interact with the system. The keypad displays critical information concerning
the operation of your alarm system, plus it allows you to initiate commands such as arming and disarming.

» Protected Zones: Your security system may contain protected windows and doors (perimeter zones), plus various internal sensors. Your
control panel separates perimeter zones from interior protection zones. Specific protection devices may include:

* Glass breakage sensors: Devices that detect the sound of breaking glass.

 Interior motion sensors: Electronic sensors (e.g. passive infrared) that detect movement within an
interior zone.

* Magnetic contacts: Switches used to detect the opening of doors or windows.

* Smoke detectors: Devices that detect products of combustion.

station to report system events. You will not be able to use your phone while the system is communicating with the central monitoring
station. In the unlikely event that the central station is not able to receive the report, your phone may be unavailable for up to 20 minutes
while the panel makes additional communication attempts.

|| This system includes a telephone line seizure feature. The system may be programmed to communicate with a central monitoring

CAUTION
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Your system may or may not be monitored by an alarm monitoring service.

If it is not monitored, it is vital to understand the following:
« Alarms sound only at your location.
« When an alarm is sounded, no signals are sent out.
WARNING e Duress and other silent alarms are disabled.

e Emergency alarms sound only at your location.

- Page 3 -



Understanding the DS7443S, DS7445 and DS7447 Keypads

This chart will help you understand what each Light/LED represents.

The DS7443S is an LED keypad,; its LEDs 1-6 represent the first 6 zones of it ] N
the system (zones 7-32 are not displayed). @
The DS7445 is an LED keypad; its LEDs 1-8 represent the first 8 zones of | S &S o9
the system (zones 9-32 are not displayed). OO® ® ®
The DS7447 is an alphanumeric LCD keypad. ®®®
All three keypads display information on various control panel functions as S ——
indicated in the following charts. DS7443S DS7447
A built-in sounder is used to annunciate keystroke entries and as an interior
warning device.
Light | Off Flashing On
Armed o 1- Alternating On/Off. Exit delay is in The control panel is armed,
The control panel is disarmed. progress or an alarm has occurred. (in a partitioned system, both
(red) partitions are armed) and no
2- Blinks Off once every 2 seconds. Partition alarms have occurred.
1 is armed and Partition 2 is not armed.
3- Blinks Off twice every 2 seconds. Partition
2 is armed and Partition 1 is not armed.
Status One or more zones are One or more zones are All zones are ready to arm.
(green) not ready to arm. bypassed.
Power The control panel has lost Control panel problems exist. The control panel is in normal operation.
(green) power. ng;tee:il noACor See Error Displays on p. 25. It is running on AC power with no problems.
(Fir:) There are no fire alarms. Afire zone is in alarm. A fire trouble condition exists.
re

continued on next page
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Understanding the DS7447, DS7443S and DS7445 Keypads (continued)

Lights Present only on the DS7443S Keypad

Flashing

LEDs 1-6 There are no zone A zone (1-6) has been alarmed. A zone (1-6) is Not Ready to Arm or if a fire
(red) alarms. (Zones 7-32 are not displayed.) | zone, a trouble condition exists. (Zones 7-32
are not displayed.)
Lights Present only on the DS7445 Keypad
Light Off Flashing On
Perimeter The perimeter is not This Light will not flash. The perimeter is armed.
(yellow) armed.

Supervisory

This Light is not used

Not used.

Not used.

(yellow) by the DS7080iP-32.
Bell The bells do not need This Light will not flash. There has been a Fire alarm and the bells
Silenced to be or have been have been silenced. To clear, enter the Fire
(yellow) silenced. Rest command.
Trouble There are no trouble This Light will not flash. A trouble condition exists.
(yellow) conditions.
LEDs 1-8 There are no zone A zone (1-8) has been alarmed. A zone (1-8) is Not Ready to Arm or if a fire
(red) alarms. (Zones 9-32 are not displayed.) | zone, a trouble condition exists. (Zones 9-32

are not displayed.)
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Understanding Partitioning

Your alarm system may be Partitioned.

A Partitioned system is a system that is divided into two areas which may be armed and disarmed independently.

The following applies in a Partitioned system:

User PIN numbers are always required to perform operations in a Partitioned system.
DS7447 LCD keypads will alternately display (about every 2 seconds) the current status of each partition.

DS7443S and DS7445 LED keypads will alternately display (about every 2 seconds) the current status of each partition by way of the LED’s.
See “Understanding the DS7447, DS7443S and DS7445 Keypads” on pages 4 and 5 for detalils.

If the User PIN has authority in only one Partition, using that PIN on any keypad will perform Arming and Disarming commands only for the
Partition in which the User has authority.

If the User PIN has authority in both Partitions, the User may arm or disarm both Partitions by entering the commands from any keypad.
Only Users with access to both partitions can arm common zones.

If the User PIN has authority in both Partitions, the User may arm or disarm the first Partition only by entering the [PIN] + [#] [#] + [Arming/
Disarming command]. To perform arming or disarming commands in the second Partition only, enter the [PIN] + [#] [#] [#] [#] + [Arming/
Disarming command].

If Custom Arming ([PIN] + [#] [4]) is used in a Partitioned system, the following will apply:

- Users with access to both partitions can Custom Arm all zones.

- Users with access to both partitions cannot custom arm a single partition.

- Users with access to Partition 1 can Custom Arm any zones in Partition 1 but cannot arm common zones or zones in Partition 2.
- Users with access to Partition 2 can Custom Arm any zones in Partition 2 but cannot arm common zones or zones in Partition 1.
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Turning ON (Arming) your System

This chart explains the five normal ways to arm the system.
The green Status Light must be on steady and the display (if using the DS7447 keypad) must read “Ready to Arm” in order to arm the system
with one of these commands. If the green Status Light is not on, or if the display (if using the DS7447 keypad) is reading “Not Ready, "then see
Force Arming or Zone Bypass for other ways to arm the system.

If this is a Partitioned system, please read “Understanding Partitioning” before using this chart.

Command

. What will Happen * = DS7447 only What to Do
Sequence

Type of Arming Desired

. A single beep will sound.
Normal Arming The red Armed Light will begin to flash. Exit during th
(Arm Level 1) The green Status Light will turn off. xit during the

No one left on the [PIN] + [On] | « “Armed” will be displayed.* e;ﬁitte(rj\?:y

premises. + “Exit Now” will be displayed during the exit delay interval.*
An entry/exit delay » The red Armed Light will turn on steady after the exit delay
is in effect. expires.

Perimeter Instant A single beep will sound.

Arming « The red Armed Light will begin to flash.
(Arm Level 2) * “Perimeter Inst.” will be displayed.* Move freely
/ [PIN] + [No Entry] +| . “Exit Now” will be displayed during the exit delay interval.* around the
Somegrf:n ?:250" the [Perimeter Only] | « The red Armed Light wili turn on steady after the exit interior.

delay expires.
The yellow Perimeter Light will turn on steady.
Only exterior protection zones will be armed.

There is NO entry delay
in effect.

** = If in “Residential Mode”, a PIN is not required for these commands.

Note: In commercial burglar alarm applications for UL Listed Requirement systems, a ring-back indication and bell test should be heard after
arming (closing). If not heard, call for service.
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Turning ON (Arming) your System (continued)

If this is a Partitioned system, please read “Understanding Partitioning” before using this chart.

Type of Arming Desired

Perimeter Arming
(Arm Level 3)

Command
Sequence**

What will Happen  * = DS7447 only

A single beep will sound.
The red Armed Light will begin to flash.
“Perimeter On” will be displayed.*

‘ What to Do

[PIN] + « “Exit Now” will be displayed during the exit delay interval.* Move freely
Someone still on the [Perimeter Only] | » The red Armed Light will turn on steady after the exit delay around the
premises. expires. interior.
The entry/exit delay 'Io'hcla yelltov: Perm:et?ir Light will tLiJIrInbon steaéiy.
is in effect. nly exterior protection zones will be armed.
Custom Arming « A single beep will sound.
(If programmed) * The red Armed Light will begin to flash. ] )
(Arm Level 4) [PIN] + [#] [4] * “On Partial” will be displayed.* Exit during the
Ask your installing company + “Exit Now” will be displayed during the exit delay interval.* exit delay
to explain the type of arming » The red Armed Light will turn on steady after the exit delay interval.
that occurs when using this expires.
command. « Some zones will be bypassed.
Maximum Security « A single beep will sound. Exit during the
Arming » The red Armed Light will begin to flash. exit delay interval.
(Arm Level 4) [PIN] + [No Entry] | * :l'he green Statkjs _L|ght \A_/lll turn off. CAUTION:
No one left on the premises. +[On] + "Armed Instant” will be displayed. Violating any zone

There is NO entry delay in
effect. An alarm WILL occur
upon entry.

“Exit Now” will be displayed during the exit delay interval.*
The red Armed Light will turn on steady after the exit delay
expires.

after the exit delay
will cause an
instant alarm.

** = |If in “Residential Mode”, a PIN is not required for these commands.
In commercial burglar alarm applications for UL Listed Requirement systems, a ring-back indication and bell test should be heard after
arming (closing). If not heard, call for service.

Note:
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Quick Arming Your System

This chart explains four ways to quick arm the system from the keypads.

If Quick Arming is not used, a PIN must be entered at the beginning of all arming command sequences.

Quick Arming is not available in a partitioned system.

When Quick Arming is used, the following shortcuts are available:

Quick Arming Command Sequence Type of Arming

[#] + [On] Normal Arming
[#] + [No Entry] + [Perimeter Only] Perimeter Arming — No Entry Delay
[#] + [Perimeter Only] Perimeter Arming — Entry/Exit Delay
[#] + [No Entry] + [On] Maximum Security Arming
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