
ADC-V510
Fixed Wireless Camera

 
 

  
 

Features
Live resolution options     640x480, 320x240, 176x144
Recording resolution options     640x480, 320x240
Live quality       High, Medium and Low compression options
Recording quality     High  Medium and Low compression options
Recording compression            MPEG-4 

 

Image sensor
   

    1/4” CMOS, Progressive Scan
Iris

    
    Fixed, f=4.09mm, F2.0

Field of View
   

    49.6 (H) x 38.2 (V) degrees
Low-light sensitivity

  
    0.4 lux @ F2.0

Image Adjustments     Brightness, Contrast, Saturation, Sharpness,
    Exposure 

Video Motion Detection

 

    3

 

Windows, Adjustable sensitivity and threshold
Digital Input trigger                   Yes
Ethernet connection

  

    10/100 Mbps RJ-45
Wireless protocol

  

    802.11 b/g
Wireless encryption

      

WEP, WPA or

 

WPA2 
Password authentication

 

    "Digest" authentication
Simultaneous viewers

 

    5
Privacy Button

       

Yes
Operating

 

Temperature

 

    0 ° ~ 40 ° C
Operating Humidity

  

    20 % ~ 80 % RH
Max power consumption

 

    5V DC @ 1.3

 

Amps

Dimensions (DxWxH)

  

    1.1" x 3.5" x 3.5"

Weight

 

   
    4.3 oz.

 

    

 

Included 
Accessories 
    Quick Install Guide 
    Power adapter 
    Mounting stand and 
    screws

 

Optional Extra 
Accessories
    ADC-VPE (9’ DC power 
    extension cable)

Weight        
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The ADC-V510 is a stylish IP camera designed specifically 
to work with the Alarm.com hosted video service, which 
provides a professional surveillance solution without the 
complexity of traditional CCTV systems.  Users can access 
high-quality Live and Recorded Video remotely via Alarm.com’s 
secure online Web and PDA interfaces, or from a free 
downloadable iPhone or BlackBerry App on their supported 
mobile device. 


